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1.0 INTRODUCTION 

Hughes Aircraft Company has been at the forefront of the design and development of 

_ millimeter-wave traveling-wave tubes (TWTs) over the last twenty (20) years. Indeed, since the 

original millimeter-wave TWTs were produced in the early sixties, Hughes has been the primary 

supplier of these devices worldwide. 

A listing of Hughes designed and manufactured millimeter-wave TWTs is given in Table 1-1. 

_ Also included is a curve, Figure 1-1, showing projected power output capabilities of our 

coupled-cavity millimeter-wave TWTs. Note that for purposes of carry-over from other Hughes 

TWT catalogs, we have defined the term millimeter-wave to include TWT products from 26 GHz 

— up to 100 GHz. 

Applications of our high frequency TWTs encompass systems for radar, communications, ECM, 

plasma physics, energy, space, and millimeter-wave instrumentation. 

— As a demonstration of capability at very high power levels at millimeter frequencies, 

coupled-cavity TWTs have been produced at power outputs of 5 kW CW at 55 GHz (reference the 

Model 819H TWT from the enclosed TWT list for coupled-cavity devices). These TWTs were pro-

duced as far back as the mid-Sixties for plasma physics research. 

— For communications applications, several coupled-cavity TWTs have been developed; e.g., the 
Model 951H TWT producing 400 watts of CW power output and the Model 933H TWT produc-
ing 1.0 kW of CW power output. Higher in frequency at 45 GHz is a series of TWTs that deliver 
100 to 300 watts of CW power output. Although designed for the communications community, 

these tubes can be modified in frequency or power or gain for CW or pulsed power applications for 

practically any space, airborne, or terrestrial requirement. 

Pulsed, gridded, high power TWTs are generally considered for radar or certain ECM programs—

Hughes Electron Dynamics Division (EDD) has developed several devices including the 8910H 
TWT at 35 GHz and the 982H TWT at 94 GHz. 

w 

Because of the very small dimensional tolerances at high frequencies, piece part costs have been 

very high, until now. To address this problem, Hughes EDD has established new manufacturing 

methods to reduce circuit piece part costs. Ultra-precision CNC diamond turning technology has 

been recently adapted to the production of the cylindrical coupled-cavity circuit. Hughes has 
established a special-purpose diamond turning machine and facility, which is producing very 

highly repeatable circuits over the 30 to 100 GHz frequency range. Precision fine blanking tech-

niques have also been established and are currently producing ferruleless circuits for applica-

tions at 30 and 45 GHz. In a continuing effort to further reduce the complexity and 

w 
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TABLE 1-1 

HUGHES EDD MILLIMETER—WAVE TWTS 

Model/Type Frequency Power Level CW/Pulsed Focusing 

914H 30 GHz 200 W CW PPM 

95111 30 GHz 400 W CW PPM 

933H 30 GHz 1 kW CW Solenoid 

8910H 35 GHz 4 kW 0.05 PPM 

91311 37 GHz 100 W CW PPM 

915H 45 GHz 250W CW PPM 

915HF 45 GHz 250 W CW PPM 

94111 45 GHz 200 W CW PPM 

946H 45 GHz 100 W CW PPM 

94711 45 GHz 150 W CW PPM 

94811* 45 GHz 1 kW CW Solenoid 

813H 55 GHz 1 kW CW Solenoid 

81911 55 GHz 5 kW CW Solenoid 

960H 60 GHz 5 W CW PPM 

96211* 60 GHz 30 W CW PPM 

96111 65 GHz 75 W CW PPM 

964H* 60 GHz 200 W CW PPM 

980H 94 GHz 1 kW 0.10 Solenoid 

98111 94 GHz 200 W 0.20 Solenoid 

98211 94 GHz 80 W 0.50 PPM 

98411* 94 GHz 20 W CW PPM 

98711* 94 GHz 100 W CW PPM 

*Early stage of development. 
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manufacturing costs of millimeter-wave circuits, Hughes is currently investigating and develop-

ing integral folded waveguide circuits which are produced using precision wire EDM techniques. 

With this technique, each circuit section is manufactured as a single piece. 

Included in the following paragraphs are comments and specifications on our high power 

millimeter-wave TWTs. 

890185-I 1-4 



2.0 Ka-BAND TWTs 

91411 Ka-Band TWT 

-.. 

The 91411 is a communication, coupled-cavity traveling-wave tube producing 200 watts of CW 

power output over the 30.0 to 31.0 GHz frequency band. The electron gun utilizes a mod anode, 

and the beam is PPM focused. The 914H is direct air cooled and operates with a single-stage 

depressed collector. 

-- The operating characteristics of the 914H are listed in Table 2-1. 914H RF performance is shown 

in Figure 2-1. A photograph of the packaged 91411 TWT is shown in Figure 2-2. An installation 

control drawing is shown in Figure 2-3. 

TABLE 2-1 

OPERATING CHARACTERISTICS OF THE 914H 

RF Characteristics 

Frequency 30.0 to 31.0 GHz 

Power Output 200 watts 

Gain 35 dB 

Duty CW 

Electrical Characteristics 

Cathode Voltage —16.0 kV 

Cathode Current 0.078 A 

Collector Voltage —10 kV 

Collector Current 0.071 A 

Body Current 0.007 A 

Heater Voltage 6.0 V 

Heater Current 1.0 A 

890185-I 2-1 
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Figure 2-2 Photograph of 914H TWT. 
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951H Ka-Band TWT 

The 951H is a ferruleless coupled-cavity TWT developed for ground-terminal satellite uplink 

communication. The TWT produces 400 watts of CW power output over the 29.0 to 30.0 GHz 

frequency band. The electron gun employs a mod anode electron gun, and the beam is PPM 

focused. A single-stage depressed collector is used to increase the overall efficiency, and the tube 

is liquid cooled. 

The 951H operating characteristics are listed in Table 2-2. Power output versus frequency is 

shown in Figure 2-4. The phase linearity performance of the 951H is shown in Figure 2-5. A 

photograph of the PPM-focused 951H TWT is shown in Figure 2-6. An installation control 

drawing is shown in Figure 2-7. 

TABLE 2-2 

OPERATING CHARACTERISTICS OF THE 951H 

RF Characteristics 

Frequency 29.0 to 30.0 GHz 

Power Output 400 watts 

Gain 50 dB 

Duty CW 

Electrical Characteristics 

Cathode Voltage 

Cathode Current 

Body Current 

Collector Voltage 

Anode Voltage 

Heater Voltage 

Heater Current 

—24.5 kV 

0.2A 

0.005 A 

-12.5 kV 

0 to +200V 

7.5V 

1.4A 

1 

J 

890185-I 2-4 



O
U
T
P
U
T
 P
O
W
E
R
 (
W
A
T
T
S
)
 

P
H
A
S
E
 V
A
R
I
A
T
I
O
N
 (
D
E
G
R
E
E
S
)
 

500 

400 

300 

200 

100 

0 
29.0 29.5 28.5 

FREQUENCY (GHz) 

30.0 

Figure 2-4 Power output vs frequency for the 951H TWT. 
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Figure 2-6 Photograph of 951H TWT 

890185-I 2-6 



IO
N

 P
U

M
P

 C
O

N
N

E
C

T
O

R
 

g 
OH 
OD 
UO 

C  
0 
M 
M 

N 
O 
N 

0 
W 

O 
LU 
= U Q 

F
LA

N
G

E
: 

U
G

-5
99

1U
 

F
LA

N
G

E
: 

U
G

-5
99

1U
 

95
11

1 
in

st
al

la
ti

on
 c

on
tr

ol
 d

ra
w

in
g.

 

890185-I 2-7 



93311 Ka-Band TWT 

The 933H is a 1.0 kW, CW TWT developed for ground terminal communication application. The 

tube incorporates a small, lightweight, integrally wrapped solenoid. The overall tube weight is 

55 pounds. The 933H features deionized water cooling and a single-stage depressed collector for 

efficiency enhancement. The electron gun incorporates a mod anode and operates at a low cath-

ode loading, 2.0 A/cm2 for long life. A summary of the operating parameters of the 933H TWT is 

given in Table 2-3. 

933H TWT power output versus frequency performance is shown in Figure 2-8. A photograph of 

the 933H TWT is shown in Figure 2-9. An installation control drawing is shown in Figure 2-10. 

TABLE 2-3 

OPERATING CHARACTERISTICS OF THE 933H 

RF Characteristics 

Frequency 30.0 to 31.0 GHz 

Power Output 1.0 kW 

Gain 35 dB 

Duty CW 

Electrical Characteristics 

Cathode Voltage —28.0 kV 

Cathode Current 0.6 A 

Body Current 0.015 A 

Collector Voltage —12.0 kV 

Anode Voltage 0 to + 200 V 

Heater Voltage 7.0 V 

Solenoid Voltage 100 V 

Solenoid Current 15.0 A 

890185-I 2-8 
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913H Ka-Band TWT 

The 913H is an air-cooled coupled-cavity traveling-wave tube producing 100 watts of CW power 

..- output over the 36.44 to 38.44 GHz frequency band. The beam is controlled using a mod anode, 

and beam focusing is accomplished using periodic permanent magnets (PPM). A summary of the 

operating characteristics is given in Table 2-4. The 913H operates with depressed collector. 

Power output versus frequency performance is shown in Figure 2-11. A photograph of the 913H 

is shown in Figure 2-12. An installation control drawing is shown in Figure 2-13. 

TABLE 2-4 

OPERATING CHARACTERISTICS OF THE 913H 

RF Characteristics 

Frequency 36.44 to 38.44 GHz 

Power Output 100 watts 

Gain 45 dB 

Duty CW 

Electrical Characteristics 

Cathode Voltage 

Cathode Current 

Collector Voltage 

Collector Current 

Body Current 

Heater Voltage 

Heater Current 

—16.0 kV 

0.078 A 

-9.0 kV 

0.071 A 

0.007 A 

6.0 V 

1.0 A 
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