WESTINGHOUSE
url Wl TUBE TYPE 196
AMFLIFIXR AXD OSCILLATOR

GENRRAL CHARACTLRISTICS

Alr-Cooled Triods

Filament Voltafe .. ... ....0. ccicivvnrovensoccvonossns 10 VYelts
Fllawent Curvent,, ... ... e iouceinssnaectenessren-as 3.2% Ampereo
Amplification Factor... . c.iiivcncneioosncnacerasvncocs

Transconductance, Grid-Flate........oc.u..... et ieeees 1600 umhos
Capacitance, Grid-Plave. ., .......00.0000000v0000c0 vsna 3 uuf
Capacitance, Grid-Filawent, .. ..... “ i icioicascenncnnaca 2.4 uuf
Capacitance, FPlate-~Filament,........... eeecanecarnano 1.4 gu?f
Resonant Frequency, Grid-llete...... . cc00ncecososaconss ~00 MC
Het Welght. .. .. o i i e e e et e e g ez
Shipping Weight..... e te et is A R I 1bs,

MAXINUM RATINGS ARD TYFICAL OPERATION CONDITIONS
R-F Power Awmplifier and Oscillator, Class C

Telesraph and Therapy Service
Rey-Qown Conditions Without Madulation®

Maximum Retings

Flate Volis, A-C, BMB... ... .... ....iciccvveanons 3000
Plate Volts, D-C, Onfiltered. ... . c-c:irc ivvroercnson-oacncac 000
Plate Current, D=0, HMa ........0r:00rscc ccrosnccasonsaonaca 150
Plate Input, Walld ....c.c.u.soorcncccsonsvnorenconccnnoncen uso
Plate Diseipation, WRBis. ... . :incvinerin v vocacuacnonacane 12%
Plate Volts and Inmmt for 15 MC. .. .. ... 0. c.tsencecie somnonn 100%
Plate Volts and Input for 30 MC. . ... .ceuriounoecionevecvocnn 80%
Plate Volts and Input for 60 MO, ... ... ..ccciomrovoscrorcsce 60%
Grid Volte, D-C..ocvnr  iienecn . e re e e o -500
Grid Volts, R-F. .. i couivivrnen oo e ot e e o ne- 750
Grid Cucrent, D=C, Ma.. ..o ihiuae o B Lo
Typical Cperation, Class C
Ylate Volte, A=~C, BMS....ccucononcscnasses. 000 2500 3000
Plate Volts, D~C, Unfiltered....... Cee - 1800 2050 2700
Plate Current, DuC, HB..0vsusascucesevosan - 1”0 132 116
Plate Input, Watls - ov.cenvvoarasococsnae 339 365 385
Flate Digsipetion Welte.. ....cvo-vuvc.oceve 110 110 110
Grid Volta, DaC....oicniivecocamncrssocsnca =D -100 <175
Grid Yolts, B=-F, Peak.....cnvure--. e e ca 250 250 300
Grid Current, Ma .... . ... .. . ccecssonmcn-ans 0 15 15

°Modulati n, essentielly neretive, may be ueed if the positive peak of the
audlo~frecuency envelope foes not ervceed 115€ of the zarrier corditiona.
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