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CROWBAR THYRATRON

DESCRIPT{ON:

THE TYPE T603 ¢S A HYDROGEN THYRATRON DESIGNED FOR CROWBAR SERVICE.

engineering
TUBE DATA

TYPE 7603

KUTHE

from JEDEC release #4079,
Jan. 14, 1963

THis

TUBE 1S EQUIPPED WITH A HYDROGEN RESERVOIR FOR MAXIMUM DEPENDABILITY.

THIS TUBE WAS PREVIOUSLY DESIGNATED BY THE TYPE NUMBER KU=LO1,

ELECTRICAL DATA, GENERAL:

Nom, MIN, Max.
HEAYER VOLTAGE 6.3 6.0 6.6 VoLts AC
HeaTer Current (AT 6.3 VouTs) 5.5 6.7 AMPERES
MiNiMuM HEATING TIME 3 MiINUTES
MECHAN ICAL DATA, GENERAL:
MouNT ING POSITION Any
Bast See QurLINE
CooL (NG NOT REQUIRED
NET WE IGHT 8 Ounces
DiIMENS 1 ONS Per QUTLINE
RATINGS:
Max. PeEaxk ANODE VOLTAGE, FORWARD, OPERATING 10.0 KiLovoLTs
Max. PEAK ANODE VOLTAGE, INVERSE 8.0 KiLovoLys
MiN., ANODE SuPPLY VOLTAGE L.0 KiLovoLts DC
Max. Peak ANooe CuUrrRent {(NoTe 1) 200 AMPERES
AVERAGING T IME 10 SECONDS
Max. DiscHarce Time (Nove 1) 0.1 SECONDS
Peak TrRiGGER VoLTAace (Nove 2)
Max. ANODE Deray TiME 1.0 MICROSECONDS

AMB IENT TEMPERATURE
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KUTHE
TYPE 7603 -2 -

Norte 1:

THE ALLOWABLE TIME OF DISCHARGE VARIES WITH THE CURRENT AS SHOWN:

RECTIFIER SHORT CircuIY Periop 1.5 - 100 wMs SA
" " " " 1.5 - S0 ms 10A
" " " " 1.5 - 30 wms 25A
FitTeER DISCHARGE - 1.5 ms 200A

TIME WILL BE MEASURED FROM THE INITIATION OF THE DISCHARGE.

NoTe 2:

THE TRIGGER PULSE MEASURED AT THE TUBE SOCKET WITH THE THYRATRON GRID DIS-
CONNECTED SHALL BE: EGY = 175 voLTS MINtMuM, 1,000 vOLTS MAXIMUM; TIME OF
RISE = 0.5 us {MAX.); TP ® 2,0 US MINIMUM; IMPEDANCE OF TRIGGER CIRCUIT

50 - 1,500 oHms.

ADDITIONAL INFORMATION FOR SPECIFIC APPLICATIONS CAN BE OBTAINED FROM THE -

ELECTRON TUBE APPLICATIONS SECTION
ITT ComPONENTS DIVISION

Post OFFice Box 412

CLiIFTON, NeEw JERSEY

7-62



5661007

|

KUTHE
7600

N )
Cﬁ ¥
”1;5 | O7SMN eosrois
- 1030 7 ¥
| uzs -<—
.40 MIN j 1
> S— L—— ﬁ'-l
2.30
MAX
CLAMPING PERMISSIBLE
IN ﬁzuqu or\%ss AND UP
T0 2);" ABOVE TOP OF
©.875 2 MIN THE BASE ONLY
MAX ST 22 MAXT
5.00
MAX
T
aq 1438
| 4
7(8% ON FINISHED TUBE
’ JAx A00.0GO FOR SOLDER
< 2198 +.02] —> g
4 PINS
187+.003 DIA.
SPACED AS SHOWN
4 4 ON 1000 DIA PC
LGRID ok y -
2 HEATER &CATH
3. HEATER 562 ( 750
4. CATHODE ¥
TOP CAP- ANODE 0
cI-5 z '

SUPER JUMBO 4-PIN WITH BAYONET
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