
Service  Type  CV5998
ABRIDGED  DAÏA

External-anode  Rectifier  for  charging  diode  or  overswing  diode  service  in
hígh power pulse modulators.
PeaklnverseAnodevoltage      ..........         40      kvMax
Peak Anode current        ............          75        A Max
MeanAnodecurrent      ....                                                                1.5    AMax

GENEm
Electrical
Cathode..............
Heater Voltage
Heater current ......

Mechanical
Overall Length
Overall  Diameter
Net weight       ..
Mounting Position
ë^o-o-riíi'È`^(°s;e~-ri;ïé`4)   : :

. .  Indirectly Hea{ed
..           12                     V
..14±1                    A

..16.250 inches    (412.8 mm)              Max

..    2.133inches     (54.18mm)              Max

..        5±pounds           (2.4kg)       Approx
Any

..           Water  or forced-air

MAxm4uM AND Mlr`ul\4uM RATNGs
(Absolute  Values)

Heater voltage      ..........
Heater Starting Current ®eak)
Cathode Heating Time    ........
Peak lnverse Anode Voltage (See No/e  1)     .  . .
Anode Current :

Eieään(íggeNri#e2!,       ::         ::         ::         ::

A::g:E:éËeartí:unre(iseeeN#oefe4)5,        : :        : :
Cathode Terminal Temperature (5ïeG Noíe 5) . .

NOTES

1.  The  cathode  terminal  must be  fitted with  a  corona  shield  as  described  on
page 3.

2.  For overswing diode service.
3.  For charging diode service.
4.  The anode must be fitted in a cooling cylinder as described on page 3.
5.  Measured at the point specified on page 3.
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Ref. lnches M i l l i m et res Ref. lnches M i l l i m et res

A 9.500  Max 241.3  Max H 1.550  Ma.x 39.37  Max
8 6.750  Max 171.5  Max J 0.050 1.27
C 1.946  Max 49.43  Max K 1 .750 44.45'D -0.375   Min

9.53   Min L 1 .937  Max 49.20  Max   .
E 1.500 38.10 rvl 0 .125 + 0 .005 3.18+0.13
F 3.063  Max 77.80  Ma.x N 1 .820  Max 46.23  Max
G 3.563   Min 90.50  Min P 2 .125 + 0 .008 53.98+0.20

Millimetre  dimensions  have  been  derived  from  inches.
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HIGH  VA0IJUM

REOTIFIER
A292

COOLING  CYLINDER  AND  CORONA  SHIELD
1

___- _ ___1_

`\

POINTS   AT   WHICH
TE:MPE:RATURE   IS
TO   BE:   ME:ASURE:D

AIR  OR   LIQUID  COOLED`-.~~-~
CYLINDER   WHOSE
TE:MPERATURE    IS
MAINTAINED   AT  LESS
THAN    S0°C   AT   MAXIMUM
ME.AN    DISSIPATION

/              ANY  CLAMPS   USE.D`TO  HOLD
THE   VALVE   IN   POSITION
SHALL  NOT   PROJECT  ANY
FURTHEF`   THAN   NECESSARY
AND  ALL  CORNERS   AND
E:DGE:S   SHALL  BE   ROUNDED

DIA.   F.OR  A  LE:NGTH   OF.  AT

LEAST  ®FROM  REF   PLANE  A
L-p,

Ref. Inches Millimetres

A 4.000 101.6

8 1.950  Ma.x 49.53  Max
1.948  Min 49.48  Min

C 0.250  Min 6.35  Min
D 1.250  Min 31.75  Min
E 6.750 171.5

Millimetre  dimensions  have  been  derived  from  inches.
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