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Service  Type  CV2673 American  Equivalent  8578

mRODUCTION
The AH205/857B  is  a hot cathode  Mercury Vapour  Rectifier with  maximum+
ratings  of 22kv peak inverse voltage and 40A peak current.  It will provide  a
D.C.  output of 21kv  30A in a three phase fu]1 wave circuit or  7kv  20A in  a
single phase full wave circuit.

GENERAL  DATA
(See  also  Preamble  to  Rectifier  Section  of this  Catalogue)

Electrical
Fflament
Filament voltage           ............
Filament current          ............
Filament Heating Time            ..........
Condensed  Mercury Temperature    ........
Max peak lnverse voltage     .....,....
Max Anode Current:
Peak.-.......-
Mean(30secondsMaxaveragingtime)  ::          ::          ::
Under fault conditions        ..........

(0.2 seconds Max duration)

Mechanical
Overall  Length. .
Overall  Diameter
Netweight       ..
Mounting Position
Base....

Oxide Coated
5.0V
30A
1      ffiute
¢See page 2)
(See i)age 2»

19.88 inches     (505    mm)              Max
7.63 inches    (194   mm)              Max
4.Opounds    (    1.8   kg)        Approx

....           Vertical, base down

....          (See outline di.awimg)

CoNTROL  oF  coNDENSED  nmRcuR¥  TEr\ffERATURE
On the following pages two curves are given showing:
1.  Total  heatíng  time  for  any  value  of  ambient  temperature.  This  is  for  use

when the valve is being swítched on from cold.
2.  Rise   of  condensed  mercury  temperature  above   ambient  plotted  against

heating and cooling time.  This  can be used  as indicated by the example in
the preamble to this section of the catalogue.

+  Indícates a change
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I\4AXIMUM  OPERAT"G  CONDITIONS
(Absolute  Values-see Preamble)

*For diagrams see Typical Rectifier Circuit§ for Choke lnput Filters in the preamble to this section of the
catalogüe.

tE3oi:Ëá!S#i?n?v:jí.Ë.e:x;%sitsËi:.:gí;e'a:k:!:egaèsr:sÈ:ä!?3ed,rueÉ:itgcneoiioiäártehaË?ëdtË?tisoefoigiäro70.v#gB.sch.oouldmbu:

±Mean anode currents are averaged over any period  of 30 seconds maxímum.

+                                              X-RAY  WARNING

X-Rays  are  produced  when  the  AH205/857B  is  operated with  a  peak  inverse
anode voltage above 16 kv (absolute value). These rays can constitute a health
hazard  unless  the  valve  is  adequately  shielded  for  X-ray  radiation.  This  is
entirely a function of high voltage devices and does not reflect upon the design
of the valve.

+   Indícates a change
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TOTAL  HEATING  TIME  CHARACTERISTIC
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HEATING  AND  COOLING  CHARACTERISTIC
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OUTLINE

ALL   DIMENSIONS   IN   INCHES
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